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Actuation Life Cycle

Voltage Rating

Insulation Resistance
Dielectric Strength
Contact Resistance

0.40 ±0.1mm 

50mA, 12VDC 

250VAC for 1 minute

Materials

Materials
Base Cover Stem Contact Terminal

PA6T SUS   Brass
Ag plated

Part Name

Material

Product Features

T39

-20°C ~ 70°C

6.1*4.0mm Tact Switch, Normal Close

Specification
180, 250gf

Part Number

Chingtec

. 

100 MΩ min @ 100VDC

500mΩ max

TAVPBF22      Series

180gf : 100,000 times ; 250gf : 50,000 times

 
Storage Temperature Range -40°C ~ 85°C

Silica gel Ag plated
SUS

RoHS Compliant

Multiple options of stem color
Normal close

Series

TAVPBF22    -                                                                                -

Package

BR R = Reel

Force

BR ET = 180gf
TF = 250gf

Stem Color

BR B = Black
B = Blue

Height “H”

BR 026 = 2.6mm

Function

BR B = Normal Close
N = Normal Open



Diagram
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6.1*4.0mm Tact Switch, Normal CloseChingtec TAVPBF22      Series

TAVPBF22

NO. Dimensions Circuit

TAVPBF22-N


	T10
	T101

