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Actuation Life Cycle

Voltage Rating

Insulation Resistance
Dielectric Strength
Contact Resistance

500VAC for 1 minute

Materials

Materials
Base Cover Stem Terminal

PBT PBT PBT
Au plated

Copper alloy
Part Name

Material

Product Features

D01

-20°C ~ 70°C

Box type   2.54 pitch   DIP Switch    Top actuated

Specification
1.000gf Max

Part Number

Chingtec

. 

100 MΩ min @ 500VDC

50mΩ max

ADPS       Series

2,500 times

 

Storage Temperature Range -40°C ~ 85°C
25mA, 24VDC (Switching)

100mA, 50VDC (Non-Switching)

Series

ADPS        -   -   

PackagePositions

01 =   1 Port
02 =   2 Ports
03 =   3 Ports
04 =   4 Ports
05 =   5 Ports
06 =   6 Ports
07 =   7 Ports
08 =   8 Ports
09 =   9 Ports
10 = 10 Ports
12 = 12 Ports

R = Bag
T = Tube

Color

R = Red
K = Black
B = Blue

        

Multiple options of positions 

RoHS Compliant

Multiple options of housing color
Gold plated at contact area



Diagram

D02

Box type   2.54 pitch   DIP Switch    Top actuatedChingtec ADPS       Series

ADPS
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